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Use the following wiring diagram so that the LEDs turn on in the following manner: 

ON: Open Door, Unlock on Remote, Override Switch, Turn Off Car 

Off: Close Doors, Lock on Remote 

 

Parts Required: 

LED Footwell lights 

Insulated Copper wire (24 GA is enough) (not included) 

SPST Relay (not included) This relay can be found at auto parts stores and Radio Shack for a couple 

dollars.  This relay should have the following posts 30, 85, 86, and 87.   

Electrical tape 

Wire cutters 

Wire strippers (or any sharp blade) 

 

Difficulty of install – Two (out of 10)  It is definitely not hard, but may take some time if you’re not 

familiar with wiring.   

 

Time for Install – 1-2 hours 

 

Verbal Instructions:  

1. Open your hood.  Plug in the wire to the LED strip.  Touch one end to the positive post of the 

battery, and the other end to the negative post of the battery.  If the LEDs lights up, you have 

just identified the correct polarity of the LED strip.  If the LEDs do not light up, reverse the two 

wires and try again.  Remember which wire is positive and which wire is negative.  

2. Run a power wire from the battery or any constant on power source.  Connect the end of this 

wire to the 87 Post, 85 Post, and one end of the switch. 

3. Wire Post 86 to the Green with Yellow strip wire on the stock alarm harness.   See picture on 

page 3. (Note: There is also a Yellow wire with a Green stripe, so make sure you locate the wire 

with more Green than Yellow) 

4. Wire Post 30 to the positive wires of the LED Footwell Strips.   



5. Wire the other ends of the LED Footwell Strips to a ground source (any screw that touches bare 

metal on the car).  Easiest ground locations can be found behind the headunit, or along the 

outside of the footwell. 

6. Wire the other end of the switch to tap into the wire that runs from Post 30 to the Positive side 

of the LED strips. 

7. Mount the LED strips.  You may need to use some stronger adhesive, as the 3M tape that is 

included, does not always hold.  For the Driver’s side, you can use two pieces of tape to tape the 

ends of the LED strip to the two curved silver metal pieces. 

 

Testing 

Open the door or press unlock, the LEDs should come on. 

Close the door or press lock, the LEDs should turn off. 

Sit inside with the door closed, turn the override switch on, the LED should come on. 

  



 

 

  



From Step 3, this is the Green wire with Yellow Stripe. 

This wire is located just above the hood release. 

 


